
Besuchen Sie auch unseren Webshop unter shop.verder.de

Beschreibung
Die Verderflex Schlauchpumpen-Reihe zeichnet sich durch höchste 
Qualität aus und lässt sich optimal an Ihre Applikation anpassen. Diese 
Pumpen reduzieren Stillstandszeiten und Wartungskosten und bieten 
eine einfache, zuverlässige Lösung selbst für schwierige Pumpen-
Anwendungen.

Ihr Nutzen
 Selbstansaugend bis 9,5 m
 Trockenlauffähig
 Einfacher Schlauchwechsel
 Nach EHEDG zertifiziert
 Robustes Design

Verderflex 
VF125

Technische Daten

Max. Fördermenge 90 m³/h Max. Motorleistung 37 kW

Max. Drehzahl 45 U/min Max. Temperatur +80 °C*

Max. Differenzdruck 16 bar Schmiermittelmenge 80 l

Max. Saughöhe 9,5 m Gewicht inkl. Antrieb 3075 - 3189 kg

Anschlüsse DN125 PN16

* 100 °C bei EPDM Schlauch

Bezeichnung Werkstoff Lackierung

Gehäuse Grauguss (GG25) Grün, Pulverbeschichtet

Gehäusedeckel Stahl mit Sichtfenster Pulverbeschichtung

Rotor Grauguss (GG25)

Gleitschuh Aluminium (6082T6)

Flansche Edelstahl (316)

Flanscheinsätze
Edelstahl (316L)
Polypropylen 
PVDF

Grundrahmen Stahl Pulverbeschichtung

Schmiermittel
Verderlube (Schmiermittel auf Glycerinbasis) 
Optional: Verdersil (Schmiermittel auf Silikonbasis)

Schlauch
Naturkautschuk (NR), Nitril-Butadien-Kautschuk (NBR), 
EPDM, CSM (Hypalon®)
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Kennlinie

Abmessungen 

Alle Maßangaben in mm.

kontinuierlicher
Betrieb (HP) 
Hochdruck Rotor

kontinuierlicher
Betrieb (SP) 
Standard Rotor

HP Intervallbetrieb
max. 1 Std. Laufzeit
min. 1 Std. Pause

SP Intervallbetrieb
max. 1 Std. Laufzeit
min. 1 Std. Pause

Verderflex 
VF125

VF125

Flow Rate (m3/hr)

Pump Speed (rpm)

Performance Curve - Verder

Displacement 33.3 l/revolution, Capacity is speed x 2.0 in m3/hr
Minimum starting torque required: 7000 Nm
Maximum peak power +27%

Pump Speed (rpm)

5 Bar

10 Bar 7.5 Bar15 Bar

0 Bar

33.3 l/rev
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* Temp limit EPDM
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VF125 Shimming Curve

7 SHIMS   6 SHIMS   

5 SHIMS   

4 SHIMS   

3 SHIMS   

2 SHIMS   

Continuous use
(SP) Standard 
Pressure Rotor

 

Intermittent use
max. 1 hour running
min. 1 hour stopped

For product temperatures above 149˚F and/or viscocity above 2000 mPas use one shim less than shown

Flows are typical and were measured with water at 20°C with no suction lift or discharge pressure. Ac ry 
according to suction conditions, discharge pressure and normal component production tolerances.
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according to suction conditions, discharge pressure and normal component production tolerances.
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Find your local supplier 

® distributor.

All dimensions are in mm.
All dimensions and weights are for guidance only.

VF125

Description Material Paint Detail

Pump Housing Cast Iron (GG25) Green Powder Coated

Front Cover Carbon Steel with Perspex Inspection Window Powder Coated

Rotor Cast Iron (GG25)

Rotor Shoes Aluminium (6082T6)

Port Flange
of DIN PN16 or ANSI 150# or JIS10K

Inserts Stainless Steel (316L)
Options: Polypropylene, PVDF Inserts

Mounting Frame Carbon Steel Powder Coated

Lubricant Verderlube - Glycerine based compound
Verdersil - Silicone oil

Hose
 

Natural Rubber (NR)
Options: Nitrile Buna Rubber (NBR) Ethylene Propylene Diene Mono-
mer (EPDM), and Hypalon® (CSM)

Typical Pump Unit Weight    3075 - 3189 kg
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For M16 
Fixing Bolts

6 x ø 19
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